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2ft x 1ft fast-fit interlocking outdoor decking tiles 
that instantly turn any flat space into a stylish 
decked area. 

Unlocking the Power of Composites
    for Gardens and Outdoor Spaces

Dura Deck Tile Resist
Composite Timber Decking Tiles
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About Us
Dura Composites is a leading supplier of composite products with 
25 years’ experience in delivering durable, performance-improving and 
cost-effective composite solutions to a wide range of industries.

We help companies of all sizes unlock the power of 
composites, and our client base includes businesses 
in the Industrial, Construction, Rail, Transport, 
Landscaping, Marine and Leisure sectors.

Our success is driven by our commitment to 
innovation and by empowering our staff to inspire, 
educate and problem-solve for customers. 

In 2020, Dura Composites was awarded the Queen’s 
Award for Innovation in recognition of our achievements 
at the forefront of composite material technology. 

Dura Composites’ products are available through a 
well-established global distribution network and many 
products can also be purchased via our online shop.



Dura Deck Tile Resist in Teak
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Please Note: All colour swatches and images shown in this document are intended as a representation only and should not be 
considered as an exact colour match. Although we are unable to offer tile samples prior to purchase, we do offer similar colours 
in our Dura Deck Resist and Dura Cladding Weatherboard Resist ranges. Where possible, we would recommend ordering a 
decking or cladding colour sample so you can assess colour suitability before placing your order.

Dura Composites’ manufacturing process results in a high level of colour consistency although some variation in colour may be 
apparent across products from different production batches.

With Dura Deck Tile Resist, you can 
achieve an instant low-cost garden 
transformation with all of the look of 
traditional decking, but none of the 
installation and maintenance headaches. 

This brand-new, patent-pending design 
offers a garden decking product that is 
easy to fit – with no substructure or tools 
required – and it’s long-lasting, meaning 
no time spent oiling, painting or staining!

Each tile measures L605mm (2ft) x 
W305mm (1ft) x D25mm meaning you 
can cover an amazing 1.10m2 (11.8 sqft) 
with each box of 6 tiles.

You could save up to 50% on the cost of 
installing traditional decking, as there’s 
no need for expensive substructures, 
professional landscapers or carpenters.

All that’s needed is an existing 
hardstanding, patio or flat area where 
the ground is level. The tiles interlock 
by clicking together to form an anti-slip 
decking surface that’s both practical and 
professional-looking.

Transform your outdoor space into a beautiful, ready-
to-use decked area without the need for a professional 
landscaper. These easy-to-lay interlocking composite 
deck tiles require no specialist tools or skills. Available in two 
great colours, Pebble Grey and Mahogany, the tiles can 
be used to cover unsightly areas to refresh the look of your 
garden  - or to create a brand-new decking area from 
scratch in a matter of minutes.

Introducing NEW 
Dura Deck Tile Resist
Co-Extruded Composite 
Timber Outdoor Decking Tiles

For details and technical 
information please call 
+44 (0)1255 443110.

Mahogany

Pebble Grey



Transform your outdoor space into a beautiful, ready-to-use decked area in minutes 
with Dura Deck Tile Resist. 

If you’re looking for a cost-effective, contemporary way to 
spruce up a small outdoor space, Dura Deck Tile Resist is the 
perfect solution. Made from high-perfomance composite timber, 
the tiles interlock quickly and easily without the need for screws, 
nails or bonds and will never need costly and time consuming 
painting, staining or oiling.

The interlocking base means no bearers, joists or fixings are 
required. Optional Corner and Edge Ramps can be added 
which interlock with the tile to create an outer row providing 
a smooth, safe, angled transition between the tile and any 
adjacent floor surface. 

Available in two great colours, Pebble Grey and Mahogany, 
the 605mm (2ft) long decking tiles replicate the look of 
traditional decking, but with simpler installation. They offer 
a hassle-free way for home DIYers, landlords and commercial 
business owners to upgrade an outdoor space. 

Dura Deck Tile Resist’s patent pending design (Patent 
Application: GB 19 07592.8) is superior to any other deck tiles 
on the market. The tiles can be added on top of any existing 
firm & flat surface for an instant transformation - with no need 
to wait before adding your furniture, plants or accessories 
onto your deck – so you can enjoy it straight away. 

Overview
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Dura Deck Tile Resist beats all other 
composite tiles on the market. Here’s why... 

Only widely available in 300 mm widths

Non co-extruded - so the core of the tile 
is susceptible to the elements

Limited availability of finishing ramps

Slippery when wet, no ‘real-world’ anti-slip  
testing

Heavy to lift, requires several people 
per box

Plastic base feet can jut out, piercing any 
membranes underneath and allowing 
water ingress

Grooved surface has limited aesthetic 
appeal

No wind uplift testing, so may shift in 
strong winds

Non solid composition of the planks 
mounted to the tile base has limited strength

Loop and pin interlocking system is fiddly 
and liable to break when fitting

✘ 

✘ 

✘ 

✘ 

✘ 

✘ 

✘ 

✘ 

✘ 

✘ 

600mm double width tile can be rapidly 
installed for maximum impact in minimum time

360° outer armour uses latest co-extruded 
technology for greater protection of the 
decking surface

Straight and corner edge ramps available to 
add beautiful finish from all angles

Excellent anti-slip performance in wet 
conditions

Attractive woodgrain appearance mimics 
the beauty of natural wood without the time 
consuming maintenance 

Conveniently packaged 15kg boxes can be 
lifted by a single person

Patent pending design, unique in the 
marketplace

Wind uplift certified - tiles will not dislodge in 
strong winds 

Solid board construction, tiles are 25 mm thick 
and stronger than other competitive offerings

Reliable dove-tail interlocking system, locks 
tiles together without the risk of shifting

✔ 

✔ 

✔ 

✔ 

✔ 

✔ 

✔ 

✔ 

✔ 

✔ 

Dura Deck 
Tile Resist

What’s available 
from our 
competitors: ✘ ✔
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EASY 
INSTALL 

INTERLOCKING 
SYSTEM

5 www.duracomposites.com

Dura Deck Tile Resist

Dura Deck Tile 
Resist Straight 

Edge Ramp

Dura Deck Tile Resist 
Corner Edge Ramp

Dura Deck Tile Resist 
Straight and Corner 

Edge Ramps

Due to their unique interlocking design, 
our decorative decking tiles can be laid 
in minutes, without the need for joists and 
bearers, or specialist tools. 

Whatever your DIY skill level, you’ll find Dura Deck Tile 
Resist effortless to fit.

The tiles can be added on top of any existing firm & flat 
surface such as a patio, with no major preparation required 
(see page 9 for installation guidance). 

Optional Corner and Edge Ramps can be aded which 
interlock with the tile to create an outer row providing a 
smooth, safe, angled transition between the tile and adjacent 
floor surface.

With a thickness of 25mm, Dura Deck Tile Resist is also 
perfect for overlaying onto an existing area where traditional 
decking will not fit due to the door threshold. 

DIY Interlocking Tiles



Easily define your seating 
and lounging areas. 

Can be used as entrance 
decking for Glamping pods 
or Marquees.

Create new seating 
areas for hospitality 

businesses that 
comply with social 
distancing needs.
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Technical Specifications
Dura Deck Tile Resist Profiles

Product Thickness Length Width Weight per tile  Item per box

Dura Deck Tile Resist 25mm 605mm 305mm 2.52kg 6
Corner Edge Ramps 25mm 367mm 77mm 0.43kg 4 (2 left & 2 right)

Straight Edge Ramps 25mm 295mm 77mm 0.36kg 15

*(4S Rubber Slider) Pendulum Test Values (PTVs)                 
       Low Slip Potential (36+ PTV)                 
       Moderate Slip Potential (25-35 PTV)               
       High Slip Potential (0-24 PTV) 

Slip Resistance Values - BS7976*  
Direction Condition Woodgrain
Longitudinal Dry  44
Transverse  Dry  52
Diagonal Dry  45
Longitudinal Wet  37
Transverse  Wet  37
Diagonal Wet  48

Dura Deck Tile Resist has undergone wind uplift testing to 
establish its suitability in environments where strong negative 
air pressures are often prevalent. 

To instill confidence in our customers, through testing, we 
have established that a sample of 12 interconnected tiles do 
not lift off the ground to any significant distance. Individual 
tiles under the same wind loading conditions showed no 
movement.

Wind Uplift Testing

To validate the suitability of Dura Deck Tile Resist for 
architectural applications, Dura Composites executed live 
testing using pre-determined pressure variations to mimic  
the required conditions. Based on the results gained, we are 
confident Dura Deck Tile Resist can be successfully specified 
for projects which require the wind uplift test.

Anti-Slip Resistances



8www.duracomposites.com

No Tools
Required

10 Year
Warranty

10
YEAR

Interlocking 
Tiles

DIY
(Rapid Install)

No Costly 
Substructure 

Needed

UV
Resistant

Low Water 
Absorption

No Tools
Required

10 Year
Warranty

10
YEAR

Interlocking 
Tiles

DIY
(Rapid Install)

No Costly 
Substructure 

Needed

UV
Resistant

Low Water 
Absorption

No Tools
Required

10 Year
Warranty

10
YEAR

Interlocking 
Tiles

DIY
(Rapid Install)

No Costly 
Substructure 

Needed

UV
Resistant

Low Water 
Absorption

6 Reasons to Choose 
Dura Deck Tile Resist

Due to their unique interlocking 
design, (Patent Application: GB 19 
07592.8), the 605mm by 305mm 
rectangular decking tiles can be 
laid in minutes to create an instantly 
useable decking area. 

A clever 360° outer armour is used 
to protect the core of the composite 
timber decking tile planks from the 
elements, making Dura Deck Tile 
Resist more resistant to fading than 
other traditional decking materials 
such as stained timber. 

Made from recycled materials which 
never need painting or treating, 
the composite decking tiles are 
extremely durable and have low 
water absorption, which minimises 
the risk of rot or water damage. 

Dura Deck Tile Resist is easy-to-lay 
on top of any existing hard-standing 
or patio area, provided the area 
is relatively flat and level to begin 
with.  Installation doesn’t require any 
specialist landscaping or carpentry 
skills - so you can make your outdoor 
space as stylish and comfortable as 
your indoors in a matter of minutes.

Homeowners can save up to 50% 
on the cost of installing traditional 
decking, as there’s no need for 
expensive substructures, or to 
employ a professional installer. 

The fantastic wood effect surface 
features a unique finish that allows the 
product to achieve low slip potential 
in dry or wet conditions, whatever 
the direction of travel. There are no 
nails or screws through the deck tile 
surface itself, so you can be sure of a 
barefoot-friendly finish. 

1. Interlocking
Tile Format

5. Resists Fade

3. Low Water
Absorbtion

2. Rapid Install

4. No
Substructure
Needed

6. Resists Slips

No Tools
Required

10 Year
Warranty

10
YEAR

Interlocking 
Tiles

DIY
(Rapid Install)

No Costly 
Substructure 

Needed

UV
Resistant

Low Water 
Absorption

No Tools
Required

10 Year
Warranty

10
YEAR

Interlocking 
Tiles

DIY
(Rapid Install)

No Costly 
Substructure 

Needed

UV
Resistant

Low Water 
Absorption

To activate your product warranty after purchase, please complete the online form at 
www.duracomposites.com/warranty



Install Instructions
Dura Deck Tiles can be installed on virtually any hardstanding or flat area where the ground 
is level. Our recommendation is that laying the tiles directly onto grass should only be done 
for temporary set-ups such as hospitality events - as permanent use could cause the tiles to 
sink and become damaged and will cause the grass underneath to wither over time.

Work out how many tiles you’ll need
To work out how many deck tiles and or ramps 
you’ll need for your project, first calculate the 
square meterage (m²) (or square footage) of 
the area (length multiplied by width) and divide 
by the tile coverage. A good rule of thumb is to 
order 10% more tiles than your measurements 
say you need, to allow for any wastage.

Dura Deck Tiles won’t interlock when laid on 
uneven surfaces, so be sure to fix any issues 
before starting. If there are small cracks of less 
than 10mm, tiles can be laid straight on top 
as long as the sides of the crack are even. If 
they’re uneven, you’ll need to repair them first 
with some patching filler or compound. 

Add Outside Ramps (Optional)
Once you’ve finished installing your tiles, 
you can finish the outer edge where your 
interlocking tabs will be visible. You can use 
pebbles or gravel to create a transition area 
between the deck and the house or lawn, or for 
a more professional finish you can opt for Dura 
Deck Tile Corner and/or Edge Ramps to finish 
the area.

Simply start with the Corner Ramps, lifting the 
adjacent Dura Deck Tile up, and push the tile 
back down into the Corner Ramp to lock into 
place.

Complete this finish with the Edge Ramps by 
filling in the space between each Corner Ramp 
by lifting the adjacent Dura Tile upward and 
pushing this tile back down into the interlocking 
tabs of the Edge Ramp.

For advice on Internal Corners, consult our 
online FAQ.

Laying your Dura Deck Tiles
Make sure your area has been treated with 
weedkiller beforehand, and if your area is 
prone to weeds, you may choose to also add a 
layer of good-quality weed control fabric prior 
to installation.

To lay the first Dura Deck Tile, start from a 
corner and work outward. 

The tile bases click together easily without the 
need for undue pressure.  Keep connecting the 
tiles together until you have covered the entire 
area, and the surface is flush and level.

Completion
Brush down the area to remove any debris. 
With Dura Deck Tiles, there’s no need to 
wait before adding your furniture, plants or 
accessories onto your deck – so you can enjoy 
your new space as soon as you’ve finished
the installation!

Cut the Dura Deck Tiles
If you’re a confident DIYer, you can use a 
jigsaw or mitre saw to cut the last few tiles to 
your required dimensions and guarantee a 
perfect fit. If you prefer an easier decorative 
finish, you may wish to add a layer of stones or 
aggregate to finish off any fiddly areas. 

If you need to cut the deck tiles to fit around 
an obstruction, mark out the area to size on a 
piece of cardboard to use as a template, and 
make sure to avoid any screws on your cut line 
from the base of the tile. 

Cut your Dura Deck Tile according to your 
template, and use sandpaper to smooth the 
rough edges. You can now lay the tile as you 
would normally.

STEP 1

STEP 4

STEP 2

STEP 5

STEP 3

STEP 5
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Please Note: All colour swatches and images shown in this document are intended as 
a representation only and should not be considered as an exact colour match. Although 
we are unable to offer tile samples prior to purchase, we do offer similar colours in our 
Dura Deck Resist and Dura Cladding Weatherbaord Resist ranges. Where possible, 
we would recommend ordering a decking or cladding colour sample so you can assess 
colour suitability before placing your order. Dura Composites’ manufacturing process 
results in a high level of colour consistency although some variation in colour may be 
apparent across products from different production batches.
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Due to our policy of continual improvement we reserve the right to change specifications at all times without prior notice.
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